NUDURA 6" (152mm) STANDARD FORM UNIT

VERTICAL REINFORCEMENT AS PER CODE OR AS SPECIFIED

CUT FORM TO REQUIRED HEIGHT

NUDURA 6" (152mm) HEIGHT ADJUSTER TIE

APPROVED FIRE TEMP. RATED ALUMINUM BURN CLIP INSTALLED AS SPECIFIED

ANCHOR BOLTS AS SPECIFIED TO SUIT SPAN

GYPSUM CEILING AS SPECIFIED

WET SET DOWELS TO MATCH VERTICAL REINFORCEMENT BETWEEN PORES OR AS SPECIFIED

3/8" (16mm) TYPE 'X' GYPSUM BOARD

6" (16mm) TYPE 'X' GYPSUM BOARD

HORIZONTAL REINFORCEMENT AS PER CODE OR AS SPECIFIED

SCREEDED CONCRETE SURFACE

LEDGER BOARD

JOIST HANGER TO SUIT FIRE WALL APPLICATION AS SPECIFIED

ENGINEERED WOOD JOISTS AND FINISH TO SUIT FIRE SEPARATION RATINGS

CONTINUOUS CONCRETE BEAM TO FLOOR CONNECTION

DISCLAIMER NOTICE:
SPECIFIC INFORMATION REQUIRED FOR COMPLIANCE WITH LOCAL CODES IS THE RESPONSIBILITY OF THE DESIGNER

NUDURA 6" (152mm) FORM UNIT STC / FIRE WALL DETAILS INTERMEDIATE FLOOR CONNECTION COMPLETED CONDITION

REV. NO. 004 KS
REV. DATE: AUGUST 2010
DRAWN BY: T. VAN CLEAF
SCALE: 1 : 8